MATCHLINE - SEE SHEET 56

61+50 TO 62+00:
TRAIL TO BE SLOPED NORTH AT
1% (PAVEMENT AND SHOULDERS)

PLEASE NOTE: TREE PRESERVATION SHALL BE
WPLEMENTED BETWEEN STA. 52100 AND STA- 80100

i WORK IN THIS AREA SHALL BE IMPLEMENTED TO
R RUNOTF ArOWARDS PRESERVE EXISTING TREES WHERE POSSIBLE.
s CONTRACTOR SHALL COORDINATE WITH CARY P!
DISTRICT TO DEMARCATE SPECIFIC AREAS OF CONCERN
PRIOR TO CONSTRUCTION.

AcGRe

STA 58¢so nv STA 62+
50 STA 62450 T
0 STA 65440
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FOXFORD HILLS

GOLF CLUB

62400 TO 72+00:

TRAIL TO BE SLOPED NORTH
AT 1% (PAVEMENT AND
SHOULDERS) TO DIRECT
RUNOFF TOWARDS EXISTING
GRAISNSY AREA AND DRAINAGE

CONTRACTOR TO AVOID DAMAGE™ TO™ EXISTING ~ - a9
LANDSCAPING BETWEEN STATIONS 61 +15 T(J z‘

63+00. ALL EXISTING LANDSCAPING SH.
RESTORED TO PREVIOUS CONDITIONS IF DANAGED
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GRADING LEGEND:

z &
2 i PROPOSED SPOT ELEVATIONS
E: ——100~—  PROPOSED CONTOUR
o 40 8 — FLOW ARROW
SCALE AS SHOWN B — =100 EXISTING CONTOUR
gt | — ——  EXISTING STORM SEWER
~— PIPE OUTLET/CULVERT

72+00 TO 73+80: SLOPE TRAIL:
OR RECT T Fl N
"m?& ggss[%N%nggggo ALﬁa?zx 4" PERFORATED EDGE DRAIN

12" PVC STORM PIPE

EDGE DRAIN CLEANOUT

IDOT CLASS 1 SEEDING*

CONTRACTOR TO AVOID DISTURBANCE TO
ADJACENT NEIGHBORING RESIDENTIAL PROPERTIES

IDOT CLASS 18 SEEDING*
EARAZ]  IDOT CLASS 4A SEEDING*

EXCELSIOR/WOOD BLANKET
INLET PROTECTION

SILT FENCE

R

RIP RAP

MATCHLINE - SEE THIS SHEET

TREE PROTECTION
PROPERTY LINE
LIMITS OF DISTURBANCE (8.96 ACRES)

NOTE: STRAW MULCH STABILIZATION TO BE PLACED OVER
SEEDING WHERE THERE IS NO EXCELSIOR BLANKET

* SEE SHEET 2 FOR SEEDING CHARTS
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72400 TO 73+80: SLOPE TRAIL T ng‘éﬂa[gj
[ NORTH TO DIRECT SHEET FLOW V485
AN Dang: e CONTRACTOR TO AVOID 150 TF=2"-RERFORATED I

DISTURBANCE TO ADJACENT
NEIGHBORING RESIDENTIAL
PROPERTIES

HDPE EDGE DRAlN"‘m;'H

4" EDGE DRAIN / GEOTEXTLE SOC};ibO

BETWEEN STA 78+00 AND STA.  /
/79400, CONTRACTOR TO VERFY /

7 LOCATION AND PROTECT .
/ S mmemamen
PLEASE NOTE: TREE PRESERVATION SHALL -~ . / ) ESIDENTIAL /
/ BE IMPLEMENTED BETWEEN STA. 52+00 AND . PROPERTY. COORDINATE WITH
/ STA. 80+00. GRADING WORK IN THIS AREA h CARY PARK DISTRICT. 7
SHALL BE IMPLEMENTED TO PRESERVE /

EXISTING TREES WHERE POSSIBLE.

CONTRACTOR SHALL COORDINATE WITH CARY

. ALL EROSION AND SEDIMENT CONTROL MEASURES WILL BE IN ACCORDANCE WITH THE APPROVED SWPPP. MCHENRY

COUNTY, AND THE MCHENRY COUNTY SOIL CONSERVATION DISTRICT.

. DRAIN TILE SYSTEMS DISTURBED DURING DEVELOPMENT MUST BE RECONNECTED BY THOSE RESPONSIBLE FOR THEIR

DISTURBANCE UNLESS THE APPROVED ENGINEERING PLANS INDICATE HOW THE DRAIN TILE SYSTEM IS TO BE
CONNECTED TO THE PROPOSED STORMWATER MANAGEMENT SYSTEM. ALL ABANDONED DRAIN TILES SHALL BE REMOVED
IN THEIR ENTIRETY.

. PLEASE REFER TO STANDARDS AND DETAILS LOCATED ON SHEET 54—55 FOR CONSTRUCTION DETAILS.
. SEE PLAN AND PROFILES ON PAGES 10-20 AND CROSS SECTIONS ON PAGES 21-43 FOR SPECIFIC SLOPES, DITCH

INSTALLATION AND TRANSITIONS.

. PRIOR TO INSTALLING SOIL. STABILIZATION MEASURES, CONTRACTOR SHALL COORDINATE WITH CARY PARK DISTRICT TO

VERIFY STABILIZATION TYPE (STRAW MULCH OR EXCELSIOR BLANKET) TO BE USED.

. SOIL. DISTURBANCE SHALL BE CONDUCTED IN SUCH A MANNER AS TO MINIMIZE EROSION. AREAS OF THE DEVELOPMENT
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= 2% 29" Blus PARK DISTRICT TO DEMARCATE SPECIFIC 28400 TO 80+82.94;
I 8630 Iy vivd 154" HDPE AREAS OF CONCERN PRIOR T0 ! SLOPE TRAIL_SOUTH/TO % SITE THAT ARE NOT TO BE GRADED SHALL BE PROTECTED FROM CONSTRUCTION TRAFFIC OR OTHER DISTURBANCE
= ko e P CLEANOUT PERFORATED / | | Lt CONSTRUCTION. 72 HOUR NOTICE TO CPD.iS, &'?gchgﬁ% E'&%sy UNTIL FINAL SEEDING IS PERFORMED.
w 620 - Y EDGE DRAN @1% | ) :MATchExl'?TNGj REQUIRED - DEPRESSIONAL DASN w
L Jf ~iny=865.30 DL PaveeNT w 18. PROPERTIES AND CHANNELS ADJOINING THE DEVELOPMENT SITE SHALL BE PROTECTED FROM EROSION AND
| EL TION{ | 7 SEDIMENTATION.
[72] 10,0 71 Q%&M:— - A o .
[ T ii e 40 19. SOIL EROSION AND SEDIMENT CONTROL FEATURES SHALL BE CONSTRUCTED PRIOR TO THE COMMENCEMENT OF
w e le-l HYDROLOGIC DISTURBANCE OF UPLAND AREAS.
Z T (557N = 20. DISTURBED AREAS SHALL BE STABILIZED WITH TEMPORARY OR PERMANENT MEASURES WITHIN SEVEN (7) CALENDAR
..IJ | S T DAYS FOLLOWING THE END OF ACTIVE HYDROLOGIC DISTURBANCE.
8" CLEANOUT
IT) ~1§D?FEFESGEPSI§AIN o RIM=86 < i (S 21. ALL STORM SEWERS THAT ARE OR WILL BE FUNCTIONING DURING CONSTRUCTION SHALL BE PROTECTED BY AN
- . N ~ GEQIEXTLE-SOCK @.1%° INV=867,70 ; 77450 10 78+00: L_EXSTING GRASSY , 7 = APPROPRIATE SEDIMENT CONTROL MEASURE.
< 73480 0 74430: 74430 TO 7é+ \0 TRANSITI?){\IJ TRAIL TO DEPRESSION BASIN TO ; <
TRANSIT\ONLWAJL 0 TRAL WLL BE CROWNED %o‘ 76400 T0 76+31: PAVEMENT— X | AND CPD EA EXRTNG BAsarC B eniey DURING - 22. IF DEWATERING SERVICES ARE USED, ADJOINING PROPERTIES AND DISCHARGE LOCATIONS SHALL BE PROTECTED FROM
= CROWNED SECTION _ DIRECT SHEET FLOW INfo STRIPING ONLY. NO PAVING IN | ; SWALE AREA j/ EROSION. DISCHARGES SHALL BE ROUTED THROUGH AN EFFECTIVE SEDIMENT CONTROL MEASURE (E.G., SEDIMENT TRAP,
] THIS AREA. MATCH EXISTING i /
| DRAN OUPSOF OF SrouLDER GRS A7 DTS e O [ < / SEDIMENT BASIN, OR OTHER APPROPRIATE MEASURES).
\VEMENT. REFER TO
i i EXISTING CONDITION PLANS l:—: CONTRACTOR TO AVOID DISTURBANCE T0 j; 23. ALL TEMPORARY SOIL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED WITHIN THIRTY (3) DAYS
CONTRACTOR To AVOID DISTURBANCE To FOR CURB DEMOLITION LIMITS ] ADJAGENT NEIGHEORING RESIDENTIAL PROPERTIES z ) AFTER FINAL SITE STABILIZATION IS ACHIEVED OR AFTER THE TEMPORARY MEASURES ARE NO LONGER NEEDED.
ADJAGENT NEIGHBORING RESDENTIAL PROPERTIES ey . 2';) ! ) / TRAPPED SEDIMENT AND OTHER DISTURBED SOIL AREAS SHALL BE PERMANENTLY STABILIZED.
: i ~
5 | i > ; T / 24. A STABILIZED MAT OF AGGREGATE UNDERLAIN WITH FILTER CLOTH (OR OTHER APPROPRIATE MEASURES) SHALL BE
l ! | ) o . / . LOCATED AT ANY POINT WHERE TRAFFIC WILL BE ENTERING OR LEAVING A CONSTRUCTION SITE OF A MAJOR
| | | i § / A DEVELOPMENT TO OR FROM A PUBLIC RIGHT—OF—WAY, STREET, ALLEY OR PARKING AREA. ANY SEDIMENT OR SOIL
REACHING AN IMPROVED PUBLIC RIGHT—OF—WAY, STREET, ALLEY OR PARKING AREA SHALL BE REMOVED BY SCRAPING
GRADING NOTES: SCALE AS SHOWN OR STREET CLEANING AS ACCUMULATIONS WARRANT AND TRANSPORTED TO A CONTROLLED SEDIMENT DISPOSAL AREA.
25. SOIL_STOCKPILES SHALL NOT BE LOCATED IN A FLOOD—PRONE AREA OR A DESIGNATED BUFFER PROTECTING WATERS
1. iﬁlgRC ;I?ClﬂﬁTr/ELLAT[IOFyOIgs'SSL?RgoaﬁégﬁogRAﬁgYAEJHESLEIEL&%SS’SE;{H(?S CS&‘J“.G%SS ?’:}E\LI(_) v;z'z(é:é\\ﬁq‘rg, TXEERIFY, 5. CONTRACTOR TO FIELD VERIFY ELEVATIONS OF PROPOSED DRAINAGE STRUCTURES AND ADJACENT PAVEMENT PRIOR TO OF THE UNITED STATES OR ISOLATED WATERS OF MCHENRY COUNTY.
STARTING CONSTRUCTION.
ENGINFER OF ANY CONFLICTS OR REQUIRED DEVIATIONS FROM THE PLAN. NOTIFICATION SHALL BE MADE A MINIMUM 26. THE CONTRACTOR SHALL PROVIDE ADEQUATE RECEPTACLES FOR THE DEPOSITION OF ALL CONSTRUCTION MATERIAL
OF 72 HOURS PRIOR TO CONSTRUCTION. THE ENGINEER AND {TS CLIENTS SHALL BE HELD HARMLESS IN THE EVENT 6. REFER TO GEOTECHNICAL REPORT FOR SPECIFIC SITE SOIL CONDITIONS AND CONSIDERATIONS. DEBRIS GENERATED DURING THE DEVELOPMENT PROCESS. THE CONTRACTOR SHALL NOT CAUSE OR PERMIT THE
THE CONTRACTOR FAILS TO MAKE SUCH NOTIFICATION. DUMPING, DEPOSITING, DROPPING, THROWING, DISCARDING OR LEAVING OF CONSTRUCTION MATERIAL DEBRIS UPON OR
7. CONTRACTOR SHALL COMPLY COMPLETELY WITH THE LATEST STANDARDS OF OSHA DIRECTIVES OR ANY OTHER AGENCY INTO ANY DEVELOPMENT SITE, CHANNEL, WATERS OF THE U.S. OR ISOLATED WATERS OF MCHENRY COUNTY. THE
2. ALL UNPAVED SLOPES AND AREAS DISTURBED BY CONSTRUCTION SHALL BE GRADED SMOOTH AND FOUR INCHES OF HAVING JURISDICTION FOR EXCAVATION AND TRENCHING PROCEDURES. THE CONTRACTOR SHALL USE SUPPORT CONTRACTOR SHALL MAINTAIN THE DEVELOPMENT SITE FREE OF CONSTRUCTION MATERIAL DEBRIS.
TOPSOIL APPLIED. IF ADEQUATE TOPSOIL IS NOT AVAILABLE ON SITE, THE CONTRACTOR SHALL PROVIDE TOPSOIL, SYSTEMS, SLOPING, BENCHING, AND OTHER MEANS OF PROTECTION. THIS IS TO INCLUDE, BUT NOT LIMITED TO ACCESS
APPROVED BY THE OWNER, AS NEEDED. THE AREA SHALL THEN BE SEEDED/SODDED, FERTILIZED, MULCHED, WATERED AND EGRESS FROM ALL EXCAVATION AND TRENCHING. CONTRACTOR IS RESPONSIBLE FOR COMPLYING WITH 27. ALL TEMPORARY AND PERMANENT EROSION AND SEDIMENT CONTROL MEASURES SHALL BE MAINTAINED IN AN
AND MAINTAINED UNTIL HARDY GRASS GROWTH IS ESTABLISHED IN ALL AREAS. ANY RELOCATED TREES SHALL BE PERFORMANCE CRITERIA AS REQUIRED BY OSHA. EFFECTIVE WORKING CONDITION.
MAINTAINED UNTIL SUCH POINT AS TREE IS RE-ESTABLISHED. ANY AREAS DISTURBED FOR ANY REASON PRIOR TO
FINAL ACCEPTANCE OF THE PROJECT SHALL BE CORRECTED BY THE CONTRACTOR AT NO ADDITIONAL COST TO THE 8. WHERE APPLICABLE, CONTRACTOR SHALL TAKE ALL APPROPRIATE MEASURES TO KEEP SEDIMENT FROM ENTERING 28. PRIOR TO SILT FENCE AND TREE PROTECTION INSTALLATION, 72 HOURS NOTICE TO CARY PARK DISTRICT IS REQUIRED
OWNER. ADJACENT RESIDENTIAL PROPERTIES. FOR APPROVAL AND INSPECTION OF MATERIALS.
9. CONTRACTOR SHALL TAKE ALL APPROPRIATE MEASURES TO AVOID DISTURBING AREA OUTSIDE OF EXISTING CARY PARK 29. ALL EDGE DRAIN PIPE USED SHALL MEET IDOT SECTION 1040.

3. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND/CR ELEVATION OF EXISTING UTILITIES AS
SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES, AND WHERE POSSIBLE,
MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE.
THE CONTRACTOR MUST CALL THE APPROPRIATE UTILITY COMPANY AT LEAST 72 HOURS BEFORE ANY EXCAVATION TO
REQUEST EXACT FIELD LOCATION OF UTILITIES.

4. CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE EXISTING GRADES SHOWN ON THESE PLANS ARE BASED OFF A
TOPOGRAPHIC SURVEY BY HAEGER ENGINEERING DATED 02/07/2008, A TOPOGRAPHIC SURVEY AND FUTURE GRADING
IMPROVEMENT PLAN PERFORMED BY HITCHCOCK ENGINEERING DATED 10/04/2004 AND A FOXFORD HILLS SUBDIVISION
AS BUILT SURVEY BY MANHARD DATED 03/28/07.

DISTRICT PROPERTY, EASEMENTS, AND APPROVED CONSTRUCTION EASEMENTS WITH ADJACENT STAKE HOLDERS.

10. CONTRACTOR SHALL RESTORE ANY DISTURBED AREAS QUTSIDE OF CONSTRUCTION LIMITS TO PRE—EXISTING CONDITIONS
AT NO ADDITIONAL COST TO THE OWNE

11. ALL GRADING AND DRAINAGE IMPROVEMENTS WILL BE PERFORMED IN ACCORDANCE WITH MCHENRY COUNTY
STORMWATER ORDINANCE AND IDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.

This document, together with the concepls and designs presented herein, as an instrument of service, is intendad only for the specific purpose ond dlient for which it was prepared. Reuse
of and improper reliance on this document without written authorization and odaptation by Kimley—Horn and Associates, Inc. shall be without liabiity to Kimley-Hom and Associates, inc.
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